
900  ELBOW MODEL TSP-BL

Size Pipe O.D A Weight Box Case Pallet
In. In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.50 0.57 20 60 2,880

1¼ 1.660 1.75 0.97 20 40 1,920

1½ 1.900 1.94 1.17 15 30 1,440

2 2.375 2.25 1.83 8 16 768

DUCTILE FITTINGS
FEATURES:
• Dimensions: ASME B16.3

• Material: ASTM A536 Grade 65-45-12

• Hardness: 131 – 222 BNH

• Threads: NPT per ASME B1.20.1

• Finish: Black

• Working Pressure: Maximum 500 PSI

900 ELBOW
MODEL TSP-BL

A

A

900 REDUCING ELBOW
MODEL TSP-RBL

900 REDUCING ELBOW MODEL TSP-RBL

Size Pipe O.D A B Weight Box Case Pallet
In. In. In. In. Lbs. Qty. Qty. Qty.

1 x ¾ 1.315 x 1.050 1.18 1.45 0.57 50 100 4,800

1¼ x ½ 1.660 x 0.840 1.34 1.53 0.64 20 80 3,800

1¼ x ¾ 1.660 x 1.050 1.45 1.62 0.68 15 60 2,880

1¼ x 1 1.660 x 1.315 1.58 1.67 .81 10 40 1,920

1½ x ½ 1.900 x 0.840 1.41 1.66 0.84 15 60 2,880

1½ x ¾ 1.900 x 1.050 1.52 1.75 0.90 10 40 1,920

1½ x 1 1.900 x 1.315 1.65 1.80 0.95 10 40 1,920

1½ x 1¼ 1.900 x 1.660 1.82 1.88 1.10 15 30 1,440

2 x ¾ 2.375 x 1.050 1.60 1.97 1.19 9 36 1,728

2 x 1 2.375 x 1.315 1.73 2.02 1.47 14 28 1,344

2 x 1½ 2.375 x 1.900 2.02 2.16 1.61 10 20 9,60

B

A
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*Note: Ductile iron fittings have higher tensile strength than that of steel pipe. Therefore, over
tightening can cause damage to pipe threads which may cause leakage. Ductile iron fittings
should be tightened approximately three turns beyond hand tight, but no more than four turns.
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90 Elbow Model-TSP-BL
Size Pipe O.D A Weight Box Case Pallet
In. In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.50 0.57 20 60 2,880

1¼ 1.660 1.75 0.97 20 40 1,920

1½ 1.900 1.94 1.17 15 30 1,440

2 2.375 2.25 1.83 8 16 768

2½ 2.875 2.70 3.28 10 — 480

900  ELBOW MODEL TSP-BL

Size Pipe O.D A Weight Box Case Pallet
In. In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.50 0.57 20 60 2,880

1¼ 1.660 1.75 0.97 20 40 1,920

1½ 1.900 1.94 1.17 15 30 1,440

2 2.375 2.25 1.83 8 16 768

DUCTILE FITTINGS
FEATURES:
• Dimensions: ASME B16.3

• Material: ASTM A536 Grade 65-45-12

• Hardness: 131 – 222 BNH

• Threads: NPT per ASME B1.20.1

• Finish: Black

• Working Pressure: Maximum 500 PSI

900 ELBOW
MODEL TSP-BL

A

A

900 REDUCING ELBOW
MODEL TSP-RBL

900 REDUCING ELBOW MODEL TSP-RBL

Size Pipe O.D A B Weight Box Case Pallet
In. In. In. In. Lbs. Qty. Qty. Qty.

1 x ¾ 1.315 x 1.050 1.18 1.45 0.57 50 100 4,800

1¼ x ½ 1.660 x 0.840 1.34 1.53 0.64 20 80 3,800

1¼ x ¾ 1.660 x 1.050 1.45 1.62 0.68 15 60 2,880

1¼ x 1 1.660 x 1.315 1.58 1.67 .81 10 40 1,920

1½ x ½ 1.900 x 0.840 1.41 1.66 0.84 15 60 2,880

1½ x ¾ 1.900 x 1.050 1.52 1.75 0.90 10 40 1,920

1½ x 1 1.900 x 1.315 1.65 1.80 0.95 10 40 1,920

1½ x 1¼ 1.900 x 1.660 1.82 1.88 1.10 15 30 1,440

2 x ¾ 2.375 x 1.050 1.60 1.97 1.19 9 36 1,728

2 x 1 2.375 x 1.315 1.73 2.02 1.47 14 28 1,344

2 x 1½ 2.375 x 1.900 2.02 2.16 1.61 10 20 9,60

B

A
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*Note: Ductile iron fittings have higher tensile strength than that of steel pipe. Therefore, over
tightening can cause damage to pipe threads which may cause leakage. Ductile iron fittings
should be tightened approximately three turns beyond hand tight, but no more than four turns.
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90° REDUCING ELBOW MODEL TSP-RBL

Size Pipe O.D A B Weight Box Case Pallet

In. In. In. In. In. In. In. In.

1 x ¾ 1.315 x 1.050 1.18 1.45 0.57 50 100 4,800

1¼ x½ 1.660 x 0.840 1.34 1.53 0.64 20 80 3,800

1¼ x ¾ 1.660 x 1.050 1.45 1.62 0.68 15 60 2,880

1¼ x 1 1.660 x 1.315 1.58 1.67 .81 10 40 1,920

1½ x ½ 1.900 x 0.840 1.41 1.66 0.84 15 60 2,880

1½ x ¾ 1.900 x 1.050 1.52 1.75 0.90 10 40 1,920

1½ x 1 1.900 x 1.315 1.65 1.80 0.95 10 40 1,920

1½ x 1¼ 1.900 x 1.660 1.82 1.88 1.10 15 30 1,440

2 x ¾ 2.375 x 1.050 1.60 1.97 1.19 9 36 1,728

2 x 1 2.375 x 1.315 1.73 2.02 1.47 14 28 1,344

2½ x2 2.875 x 2.375 2.39 2.60 3.01 15 - 720



450 ELBOW
MODEL TSP-BL45

A

A

450 ELBOW  MODEL TSP-BL45

Size Pipe O.D A Weight Box Case Pallet

In. In. In. Lbs. Qty. Qty. Qty.

½ 0.840 0.88 0.22 50 250 9000

¾ 1.050 0.98 0.33 50 150 5400

1 1.315 1.12 0.55 20 60 2880

1¼ 1.660 1.29 0.84 20 40 1920

1½ 1.900 1.43 0.92 10 30 1440

2 2.375 1.68 1.63 12 24 1152

2½ 2.875 1.95 2.42 12 24 432

TEE   MODEL TSP-BT

Size Pipe O.D A Weight Box Case Pallet

In. In. In. Lbs. Qty. Qty. Qty.

½ 0.840 1.12 0.31 50 150 5400

¾ 1.050 1.31 0.48 30 90 3200

1 1.315 1.50 0.81 20 40 1920

1¼ 1.660 1.75 1.28 14 28 1344

1½ 1.900 1.94 1.72 12 24 1152

2 2.375 2.25 2.57 8 16 768

TEE
MODEL TSP-BT

I-01Threaded Fittings

I-01-3/7 Rev.L 20160318

MODEL 814 TEE

MODEL 815 REDUCING TEE

Model 815 Reducing Tee
Size A B C Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs

¾ ¾ ½ 1.20 1.20 1.22 0.46 95
20 20 15 30 30 31 0.2

1
25

½ 1 1.50 1.36 1.50 0.71 5515 25 38 35 38 0.3

¾
20

½ 1.26 1.20 1.36 0.59 8015 32 30 35 0.3
¾ 1.37 1.31 1.45 0.66 65
20 35 33 37 0.3
1 1.50 1.45 1.50 0.77 5525 38 37 38 0.3

1
25

½ 1.26 1.26 1.36 0.64 6515 32 32 35 0.3
¾ 1.37 1.37 1.45 0.75 60
20 35 35 37 0.3

1¼
32

1
25

½ 1.34 1.26 1.53 0.79 5015 34 32 39 0.4
¾ 1.45 1.37 1.62 0.88 5020 37 35 41 0.4
1 1.58 1.50 1.67 1.01 45
25 40 38 42 0.2
1¼ 1.75 1.67 1.75 1.25 4032 44 42 44 0.6

1¼
32

½ 1.34 1.34 1.53 0.84 4515 34 34 39 0.4
¾ 1.45 1.45 1.62 0.99 45
20 37 37 41 0.4
1 1.58 1.58 1.67 1.12 4025 40 40 42 0.5

Model 814 Tee
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 1.12 0.31 150
15 21.3 28 0.1
¾ 1.050 1.31 0.48 90
20 26.7 33 0.2
1 1.315 1.50 0.81 60
25 33.4 38 0.4
1¼ 1.660 1.75 1.28 35
32 42.2 44 0.6
1½ 1.900 1.94 1.72 24
40 48.3 49 0.8
2 2.375 2.25 2.57 12
50 60.3 57 1.2
2½ 2.875 2.70 4.44 8
65 73.0 69 2.0

Model 815 Reducing Tee
Size A B C Weight Box Q'ty

in in in in Lbs Pcsmm mm mm mm Kgs

1½
40

1
25

½ 1.44 1.31 1.69 0.92 40
15 37 33 43 0.4
¾ 1.50 1.37 1.75 1.01 40
20 38 35 44 0.5
1 1.65 1.50 1.80 1.19 3025 42 38 46 0.5

1¼ 1.82 1.67 1.88 1.54 30
32 46 42 48 0.7
1½ 1.94 1.80 1.94 1.54 3040 49 46 49 0.7

1¼
32

½ 1.41 1.34 1.66 1.08 4015 36 34 42 0.5
¾ 1.52 1.45 1.75 1.14 40
20 39 37 44 0.5
1 1.65 1.58 1.80 1.39 3025 42 40 46 0.6

1½
40

½ 1.41 1.41 1.66 1.10 3515 36 36 42 0.5
¾ 1.52 1.52 1.75 1.17 35
20 39 39 44 0.5
1 1.65 1.65 1.80 1.36 3025 42 42 46 0.6

1¼ 1.82 1.82 1.88 1.56 3032 46 46 48 0.7

2
50

1 2 2.25 2.02 2.25 2.13 15
25 50 57 51 57 1.0
1¼ 2 2.25 2.10 2.25 2.22 1532 50 57 53 57 1.0

1½
40

½ 1.49 1.41 1.88 1.52 3015 38 36 48 0.7
¾ 1.60 1.52 1.97 1.47 25
20 41 39 50 0.7
1 1.73 1.65 2.02 1.63 2025 44 42 51 0.7

1½ 2.02 1.94 2.16 2.09 2040 51 49 55 0.9
2 2.25 2.16 2.25 2.33 15
50 57 55 57 1.1

2
50

½ 1.49 1.49 1.88 1.56 2015 38 38 48 0.7
¾ 1.60 1.60 1.97 1.61 2020 41 41 50 0.7
1 1.73 1.73 2.02 1.80 20
25 44 44 51 0.8
1¼ 1.90 1.90 2.10 2.09 2032 48 48 53 0.9
1½ 2.02 2.02 2.16 2.24 1540 51 51 55 1.0

2½ 2 ¾ 1.74 1.60 2.32 2.35 15
65 50 20 44 41 59 1.1

A

AA

DUCTILE FITTINGS
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TEE MODEL TSP-BT

Size Pipe O.D A Weight Box Case Pallet

In. in. in. Lbs. Qty. Qty Qty.

½ 0.840 1.12 0.31 50 150 5400

¾ 1.050 1.31 0.48 30 90 3200

1 1.315 1.50 0.81 20 40 1920

1¼ 1.660 1.75 1.28 14 28 1344

1½ 1.900 1.94 1.72 12 24 1152

2 2.375 2.25 2.57 8 16 768

2½ 2.875 2.70 4.51 8 - 384



REDUCING TEE
MODEL TSP-RBT

REDUCING TEE MODEL TSP-RBT

Size A B C Weight Box Case Pallet

In. In. In. In. Lbs. Qty. Qty. Qty.

1½

1

½ 1.44 1.31 1.69 0.92 15 30 1,440

¾ 1.50 1.37 1.75 1.01 12 24 1,152

1 1.65 1.50 1.80 1.19 12 24 1,152

1¼ 1.82 1.67 1.88 1.54 12 24 1,152

1½ 1.94 1.80 1.94 1.54 12 24 1,152

1 ¼

½ 1.41 1.34 1.66 1.08 12 24 1,152

¾ 1.52 1.45 1.75 1.14 8 16 768

1 1.65 1.58 1.80 1.39 18 36 1,728

1½

½ 1.41 1.41 1.66 1.10 10 30 1,440

¾ 1.52 1.52 1.75 1.17 12 24 1,152

1 1.65 1.65 1.80 1.36 8 16 768

1¼ 1.82 1.82 1.88 1.56 8 16 768

2

1 2 2.25 2.02 2.25 2.13 10 20 960

 1 ¼ 2 2.25 2.10 2.25 2.22 25 - 900

1 ½

½ 1.49 1.41 1.88 1.52 10 20 960

¾ 1.60 1.52 1.97 1.47 8 16 768

1 1.73 1.65 2.02 1.63 8 16 768

1½ 2.02 1.94 2.16 2.09 10 20 960

2 2.25 2.16 2.25 2.33 10 20 960

2

½ 1.49 1.49 1.88 1.56 10 20 960

¾ 1.60 1.60 1.97 1.61 8 16 768

1 1.73 1.73 2.02 1.80 8 16 768

1¼ 1.90 1.90 2.10 2.09 10 - 360

1½ 2.02 2.02 2.16 2.24 15 - 540

I-01Threaded Fittings

I-01-3/7 Rev.L 20160318

MODEL 814 TEE

MODEL 815 REDUCING TEE

Model 815 Reducing Tee
Size A B C Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs

¾ ¾ ½ 1.20 1.20 1.22 0.46 95
20 20 15 30 30 31 0.2

1
25

½ 1 1.50 1.36 1.50 0.71 5515 25 38 35 38 0.3

¾
20

½ 1.26 1.20 1.36 0.59 8015 32 30 35 0.3
¾ 1.37 1.31 1.45 0.66 65
20 35 33 37 0.3
1 1.50 1.45 1.50 0.77 5525 38 37 38 0.3

1
25

½ 1.26 1.26 1.36 0.64 6515 32 32 35 0.3
¾ 1.37 1.37 1.45 0.75 60
20 35 35 37 0.3

1¼
32

1
25

½ 1.34 1.26 1.53 0.79 5015 34 32 39 0.4
¾ 1.45 1.37 1.62 0.88 5020 37 35 41 0.4
1 1.58 1.50 1.67 1.01 45
25 40 38 42 0.2
1¼ 1.75 1.67 1.75 1.25 4032 44 42 44 0.6

1¼
32

½ 1.34 1.34 1.53 0.84 4515 34 34 39 0.4
¾ 1.45 1.45 1.62 0.99 45
20 37 37 41 0.4
1 1.58 1.58 1.67 1.12 4025 40 40 42 0.5

Model 814 Tee
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 1.12 0.31 150
15 21.3 28 0.1
¾ 1.050 1.31 0.48 90
20 26.7 33 0.2
1 1.315 1.50 0.81 60
25 33.4 38 0.4
1¼ 1.660 1.75 1.28 35
32 42.2 44 0.6
1½ 1.900 1.94 1.72 24
40 48.3 49 0.8
2 2.375 2.25 2.57 12
50 60.3 57 1.2
2½ 2.875 2.70 4.44 8
65 73.0 69 2.0

Model 815 Reducing Tee
Size A B C Weight Box Q'ty

in in in in Lbs Pcsmm mm mm mm Kgs

1½
40

1
25

½ 1.44 1.31 1.69 0.92 40
15 37 33 43 0.4
¾ 1.50 1.37 1.75 1.01 40
20 38 35 44 0.5
1 1.65 1.50 1.80 1.19 3025 42 38 46 0.5

1¼ 1.82 1.67 1.88 1.54 30
32 46 42 48 0.7
1½ 1.94 1.80 1.94 1.54 3040 49 46 49 0.7

1¼
32

½ 1.41 1.34 1.66 1.08 4015 36 34 42 0.5
¾ 1.52 1.45 1.75 1.14 40
20 39 37 44 0.5
1 1.65 1.58 1.80 1.39 3025 42 40 46 0.6

1½
40

½ 1.41 1.41 1.66 1.10 3515 36 36 42 0.5
¾ 1.52 1.52 1.75 1.17 35
20 39 39 44 0.5
1 1.65 1.65 1.80 1.36 3025 42 42 46 0.6

1¼ 1.82 1.82 1.88 1.56 3032 46 46 48 0.7

2
50

1 2 2.25 2.02 2.25 2.13 15
25 50 57 51 57 1.0
1¼ 2 2.25 2.10 2.25 2.22 1532 50 57 53 57 1.0

1½
40

½ 1.49 1.41 1.88 1.52 3015 38 36 48 0.7
¾ 1.60 1.52 1.97 1.47 25
20 41 39 50 0.7
1 1.73 1.65 2.02 1.63 2025 44 42 51 0.7

1½ 2.02 1.94 2.16 2.09 2040 51 49 55 0.9
2 2.25 2.16 2.25 2.33 15
50 57 55 57 1.1

2
50

½ 1.49 1.49 1.88 1.56 2015 38 38 48 0.7
¾ 1.60 1.60 1.97 1.61 2020 41 41 50 0.7
1 1.73 1.73 2.02 1.80 20
25 44 44 51 0.8
1¼ 1.90 1.90 2.10 2.09 2032 48 48 53 0.9
1½ 2.02 2.02 2.16 2.24 1540 51 51 55 1.0

2½ 2 ¾ 1.74 1.60 2.32 2.35 15
65 50 20 44 41 59 1.1

A B

C

REDUCING TEE MODEL TSP-RBT

Size A B C Weight Box Case Pallet

In. In. In. In. Lbs. Qty. Qty. Qty.

1

½ 1 1.50 1.36 1.50 0.71 20 80 2880

¾

½ 1.26 1.20 1.36 0.59 30 60 2,880

¾ 1.37 1.31 1.45 0.66 15 60 2,880

1 1.50 1.45 1.50 0.77 12 48 2,304

1
½ 1.26 1.26 1.36 0.64 11 44 2,112

¾ 1.37 1.37 1.45 0.75 9 36 1,728

1¼

1

½ 1.34 1.26 1.53 0.79 20 40 1,920

¾ 1.45 1.37 1.62 0.88 15 30 1,440

1 1.58 1.50 1.67 1.01 15 30 1,080

1¼ 1.75 1.67 1.75 1.25 20 40 1,920

1¼

½ 1.34 1.34 1.53 0.84 20 40 1,920

¾ 1.45 1.45 1.62 0.99 12 24 1,152

1 1.58 1.58 1.67 1.12 12 24 1,152

DUCTILE FITTINGS
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2½ 2 ¾ 1.74 1.60 2.32 2.22 15 - 540



BULL HEAD TEE
MODEL TSP-RBT

REDUCING COUPLING
MODEL TSP-BRS

I-01Threaded Fittings

I-01-4/7 Rev.L 20160318

MODEL 815 BULLHEAD TEE

MODEL 816 REDUCING COUPLING

Model 815 Bullhead Tee
Size A B C Weight Box Q'ty
in in in in Lbs Pcs

mm mm mm mm Kgs
¾ ¾ 1 1.45 1.45 1.37 0.66 65
20 20 25 37 37 35 0.3

1
25

1
25

1¼ 1.67 1.67 1.58 0.97 45
32 42 42 40 0.4
1½ 1.81 1.81 1.65 1.15 3540 46 46 42 0.5

1¼
32

1 1½ 1.88 1.81 1.82 1.43 30
25 40 48 46 46 0.6

1¼
32

1½ 1.88 1.88 1.82 1.52 30
40 48 48 46 0.7
2 2.10 2.10 1.90 1.80 2450 53 53 48 0.8

1½
40

1¼ 2 2.16 2.10 2.02 1.94 20
32 50 55 53 51 0.9
1½ 2 2.16 2.16 2.02 2.00 20
40 50 55 55 51 0.9

2 2 2½ 2.60 2.60 2.39 3.61 1050 50 65 66 66 61 1.6

Model 816 Reducing Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs

¾ x ½ 1.050 x 0.840 1.63 1¼ 0.37 15020 x 15 26.7 x 21.3 41 32 0.2
1 x ½ 1.315 x 0.840 1.69 1¼ 0.37 14025 x 15 33.4 x 21.3 43 32 0.2
1 x ¾ 1.315 x 1.050 1.37 1½ 0.48 12025 x 20 33.4 x 26.7 35 38 0.2

1¼ x ¾ 1.660 x 1.050 2.06 1½ 0.59 8032 x 20 42.2 x 26.7 52 38 0.3
1¼ x 1 1.660 x 1.315 2.06 - 0.66 6032 x 25 42.2 x 33.4 52 0.3
1½ x 1 1.900 x 1.315 2.31 - 0.84 5040 x 25 48.3 x 33.4 59 0.4

1½ x 1¼ 1.900 x 1.660 2.31 - 0.92 4540 x 32 48.3 x 42.2 59 0.4
2 x 1 2.375 x 1.315 2.81 - 1.23 3550 x 25 60.3 x 33.4 71 0.6

2 x 1¼ 2.375 x 1.660 2.81 - 1.28 3050 x 32 60.3 x 42.2 71 0.6
2 x 1½ 2.375 x 1.900 2.81 - 1.66 3050 x 40 60.3 x 48.3 71 0.8
2½ x 2 2.875 x 2.375 3.25 - 2.24 1865 x 50 73.0 x 60.3 83 1.0

A

I-01Threaded Fittings

I-01-4/7 Rev.L 20160318

MODEL 815 BULLHEAD TEE

MODEL 816 REDUCING COUPLING

Model 815 Bullhead Tee
Size A B C Weight Box Q'ty
in in in in Lbs Pcs

mm mm mm mm Kgs
¾ ¾ 1 1.45 1.45 1.37 0.66 65
20 20 25 37 37 35 0.3

1
25

1
25

1¼ 1.67 1.67 1.58 0.97 45
32 42 42 40 0.4
1½ 1.81 1.81 1.65 1.15 3540 46 46 42 0.5

1¼
32

1 1½ 1.88 1.81 1.82 1.43 30
25 40 48 46 46 0.6

1¼
32

1½ 1.88 1.88 1.82 1.52 30
40 48 48 46 0.7
2 2.10 2.10 1.90 1.80 2450 53 53 48 0.8

1½
40

1¼ 2 2.16 2.10 2.02 1.94 20
32 50 55 53 51 0.9
1½ 2 2.16 2.16 2.02 2.00 20
40 50 55 55 51 0.9

2 2 2½ 2.60 2.60 2.39 3.61 1050 50 65 66 66 61 1.6

Model 816 Reducing Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs

¾ x ½ 1.050 x 0.840 1.63 1¼ 0.37 15020 x 15 26.7 x 21.3 41 32 0.2
1 x ½ 1.315 x 0.840 1.69 1¼ 0.37 14025 x 15 33.4 x 21.3 43 32 0.2
1 x ¾ 1.315 x 1.050 1.37 1½ 0.48 12025 x 20 33.4 x 26.7 35 38 0.2

1¼ x ¾ 1.660 x 1.050 2.06 1½ 0.59 8032 x 20 42.2 x 26.7 52 38 0.3
1¼ x 1 1.660 x 1.315 2.06 - 0.66 6032 x 25 42.2 x 33.4 52 0.3
1½ x 1 1.900 x 1.315 2.31 - 0.84 5040 x 25 48.3 x 33.4 59 0.4

1½ x 1¼ 1.900 x 1.660 2.31 - 0.92 4540 x 32 48.3 x 42.2 59 0.4
2 x 1 2.375 x 1.315 2.81 - 1.23 3550 x 25 60.3 x 33.4 71 0.6

2 x 1¼ 2.375 x 1.660 2.81 - 1.28 3050 x 32 60.3 x 42.2 71 0.6
2 x 1½ 2.375 x 1.900 2.81 - 1.66 3050 x 40 60.3 x 48.3 71 0.8
2½ x 2 2.875 x 2.375 3.25 - 2.24 1865 x 50 73.0 x 60.3 83 1.0

A B

C
BULLHEAD TEE MODEL TSP-RBT

Size A B C Weight Box Case Pallet

In. In. In. In. Lbs. Qty. Qty. Qty.

1 1
1 ¼ 1.67 1.67 1.58 0.97

1 ½ 1.81 1.81 1.65 1.15

1 ¼

1 1 ½ 1.88 1.81 1.82 1.43

1 ¼
1½ 1.88 1.88 1.82 1.52

2 2.10 2.10 1.90 1.80

1 ½
1 ¼ 2 2.16 2.10 2.02 1.94

1 ½ 2 2.16 2.16 2.02 2.00

2 2 2½ 2.60 2.60 2.39 3.61

DUCTILE FITTINGS

REDUCING COUPLING MODEL TSP-BRS

Size Pipe O.D. A Wrench 
Size Weight Box Case Pallet

In. In. In. In. Lbs. Qty. Qty. Qty.

¾ x ½ 1.050 x 0.840 1.63 1¼ 0.37 25 100 4,800

1 x ½ 1.315 x 0.840 1.69 1¼ 0.37 25 75 3,600

1 x ¾ 1.315 x 1.050 1.37 1½ 0.48 30 60 2,160

1¼ x ¾ 1.660 x 1.050 2.06 1½ 0.59 25 50 1,800

1¼ x 1 1.660 x 1.315 2.06 - 0.66 45 90 1,620

1½ x 1 1.900 x 1.315 2.31 - 0.84 35 70 1,260

1½ x 1¼ 1.900 x 1.660 2.31 - 0.92 30 60 1,080

2 x 1 2.375 x 1.315 2.81 - 1.23 30 60 1,080

2 x 1¼ 2.375 x 1.660 2.81 - 1.28 18 36 648

2 x 1½ 2.375 x 1.900 2.81 - 1.66 15 30 1,440

2½ x 2 2.875 x 2.375 3.25 - 2.24 10 20 960
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CROSS
MODEL TSP-BCR

STRAIGHT COUPLING
MODEL TSP-BTAS

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

CROSS MODEL TSP-BCR

Size A B C Weight Box Case Pallet
in. in. in. In. Lbs. Qty. Qty. Qty.
1 1.315 1.50 1.50 0.95 8 16 768

1¼ 1.660 1.75 1.75 1.43 5 10 480

1½ 1.900 1.94 1.94 1.87 10 30 1,080

2 2.375 2.25 2.25 2.86 8 24 864

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

REDUCING CROSS MODEL TSP-RBCR

Size A B Weight Box Case Pallet
In. In. In. Lbs. Qty. Qty. Qty.

1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 16 32 576

1½ x 1½ x 1 x 1 1.67 1.58 1.25 18 36 360

2 x 2 x 1 x 1 2.02 1.73 1.94 15 30 1,080

MODEL 820 CAP

A

A
CAP MODEL TSP-BRCA

Size Pipe O.D. A Weight Box Case Pallet

In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.18 .33 18 54 2,592

1¼ 1.660 1.32 0.46 12 36 1,728

1½ 1.900 1.38 0.57 25 100 4,800

2 2.375 1.48 0.88 50 200 9,600

CAP
MODEL TSP-BRCA

REDUCING CROSS
MODEL TSP-RBCR

DUCTILE FITTINGS

STRAIGHT COUPLING MODEL TSP-BTAS

Size Pipe O.D. A Wrench  
Size Weight Box Case Pallet

In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.77 1 11/16 0.42 18 36 1,728

1¼ 1.660 2.00 2 0.57 12 24 1,152

1½ 1.900 2.20 2¼ 0.77 18 648 31,104

2 2.375 2.60 2¾ .17 50 600 28800
MODEL 820 CAP

A

A

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

I-01 Threaded Fittings

I-01-5/7Rev.L20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817ReducingCross
SizeABWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
1¼x1¼x1x11.671.581.2530 32x32x25x2542400.6
1½x1½x1x11.801.651.4724 40x40x25x2546420.7

2x2x1x12.021.731.9416 50x50x25x2551440.9

Model 817Cross
SizePipeABWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.121.120.4890 1521.328280.2
¾1.0501.311.310.7760 2026.733330.3
11.3151.501.500.9545 2533.438380.4

1¼1.6601.751.751.4325 3242.244440.6
1½1.9001.941.941.8720 4048.349490.8
22.3752.252.252.8610 5060.357571.3

Model 818StraightCoupling
SizePipeO.D.AWrenchSizeWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.381⅛0.18360 1521.335290.1
¾1.0501.611⅜0.26200 2026.741350.2
11.3151.77111/160.42110 2533.445430.2

1¼1.6602.0020.5775 3242.251510.3
1½1.9002.202¼0.7760 4048.356570.3
22.3752.602¾1.1730 5060.366700.5

2½2.8753.003⅜2.1118 6573.076861.0

Model 820Cap
SizePipeO.D.AWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
½0.8400.890.14500 1521.3230.1
¾1.0501.000.20300 2026.7250.1
11.3151.180.33180 2533.4300.1

1¼1.6601.320.46110 3242.2340.2
1½1.9001.380.5780 4048.3350.3
22.3751.480.8845 5060.3380.4

2½2.8751.771.5425 6573.0450.7

A

A

BB

AA

B

B

MODEL 820 CAP

A

A

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

I-01 Threaded Fittings

I-01-5/7Rev.L20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817ReducingCross
SizeABWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
1¼x1¼x1x11.671.581.2530 32x32x25x2542400.6
1½x1½x1x11.801.651.4724 40x40x25x2546420.7

2x2x1x12.021.731.9416 50x50x25x2551440.9

Model 817Cross
SizePipeABWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.121.120.4890 1521.328280.2
¾1.0501.311.310.7760 2026.733330.3
11.3151.501.500.9545 2533.438380.4

1¼1.6601.751.751.4325 3242.244440.6
1½1.9001.941.941.8720 4048.349490.8
22.3752.252.252.8610 5060.357571.3

Model 818StraightCoupling
SizePipeO.D.AWrenchSizeWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.381⅛0.18360 1521.335290.1
¾1.0501.611⅜0.26200 2026.741350.2
11.3151.77111/160.42110 2533.445430.2

1¼1.6602.0020.5775 3242.251510.3
1½1.9002.202¼0.7760 4048.356570.3
22.3752.602¾1.1730 5060.366700.5

2½2.8753.003⅜2.1118 6573.076861.0

Model 820Cap
SizePipeO.D.AWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
½0.8400.890.14500 1521.3230.1
¾1.0501.000.20300 2026.7250.1
11.3151.180.33180 2533.4300.1

1¼1.6601.320.46110 3242.2340.2
1½1.9001.380.5780 4048.3350.3
22.3751.480.8845 5060.3380.4

2½2.8751.771.5425 6573.0450.7

A

A

BB

AA

B

B

EX28936

In.In.

2½ 2.875 3.0 3⅜ 2.29 18 - -

CROSS
MODEL TSP-BCR

STRAIGHT COUPLING
MODEL TSP-BTAS

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

CROSS MODEL TSP-BCR

Size A B C Weight Box Case Pallet
in. in. in. In. Lbs. Qty. Qty. Qty.
1 1.315 1.50 1.50 0.95 8 16 768

1¼ 1.660 1.75 1.75 1.43 5 10 480

1½ 1.900 1.94 1.94 1.87 10 30 1,080

2 2.375 2.25 2.25 2.86 8 24 864

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

REDUCING CROSS MODEL TSP-RBCR

Size A B Weight Box Case Pallet
In. In. In. Lbs. Qty. Qty. Qty.

1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 16 32 576

1½ x 1½ x 1 x 1 1.67 1.58 1.25 18 36 360

2 x 2 x 1 x 1 2.02 1.73 1.94 15 30 1,080

MODEL 820 CAP

A

A
CAP MODEL TSP-BRCA

Size Pipe O.D. A Weight Box Case Pallet

In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.18 .33 18 54 2,592

1¼ 1.660 1.32 0.46 12 36 1,728

1½ 1.900 1.38 0.57 25 100 4,800

2 2.375 1.48 0.88 50 200 9,600

CAP
MODEL TSP-BRCA

REDUCING CROSS
MODEL TSP-RBCR

DUCTILE FITTINGS

STRAIGHT COUPLING MODEL TSP-BTAS

Size Pipe O.D. A Wrench  
Size Weight Box Case Pallet

In. In. Lbs. Qty. Qty. Qty.
1 1.315 1.77 1 11/16 0.42 18 36 1,728

1¼ 1.660 2.00 2 0.57 12 24 1,152

1½ 1.900 2.20 2¼ 0.77 18 648 31,104

2 2.375 2.60 2¾ .17 50 600 28800
MODEL 820 CAP

A

A

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

I-01 Threaded Fittings

I-01-5/7Rev.L20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817ReducingCross
SizeABWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
1¼x1¼x1x11.671.581.2530 32x32x25x2542400.6
1½x1½x1x11.801.651.4724 40x40x25x2546420.7

2x2x1x12.021.731.9416 50x50x25x2551440.9

Model 817Cross
SizePipeABWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.121.120.4890 1521.328280.2
¾1.0501.311.310.7760 2026.733330.3
11.3151.501.500.9545 2533.438380.4

1¼1.6601.751.751.4325 3242.244440.6
1½1.9001.941.941.8720 4048.349490.8
22.3752.252.252.8610 5060.357571.3

Model 818StraightCoupling
SizePipeO.D.AWrenchSizeWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.381⅛0.18360 1521.335290.1
¾1.0501.611⅜0.26200 2026.741350.2
11.3151.77111/160.42110 2533.445430.2

1¼1.6602.0020.5775 3242.251510.3
1½1.9002.202¼0.7760 4048.356570.3
22.3752.602¾1.1730 5060.366700.5

2½2.8753.003⅜2.1118 6573.076861.0

Model 820Cap
SizePipeO.D.AWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
½0.8400.890.14500 1521.3230.1
¾1.0501.000.20300 2026.7250.1
11.3151.180.33180 2533.4300.1

1¼1.6601.320.46110 3242.2340.2
1½1.9001.380.5780 4048.3350.3
22.3751.480.8845 5060.3380.4

2½2.8751.771.5425 6573.0450.7

A

A

BB

AA

B

B

MODEL 820 CAP

A

A

I-01Threaded Fittings

I-01-5/7 Rev.L 20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817 Reducing Cross
Size A B Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1¼ x 1¼ x 1 x 1 1.67 1.58 1.25 3032 x 32 x 25 x 25 42 40 0.6
1½ x 1½ x 1 x 1 1.80 1.65 1.47 2440 x 40 x 25 x 25 46 42 0.7

2 x 2 x 1 x 1 2.02 1.73 1.94 1650 x 50 x 25 x 25 51 44 0.9

Model 817 Cross
Size Pipe A B Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.12 1.12 0.48 90
15 21.3 28 28 0.2
¾ 1.050 1.31 1.31 0.77 60
20 26.7 33 33 0.3
1 1.315 1.50 1.50 0.95 45
25 33.4 38 38 0.4
1¼ 1.660 1.75 1.75 1.43 25
32 42.2 44 44 0.6
1½ 1.900 1.94 1.94 1.87 20
40 48.3 49 49 0.8
2 2.375 2.25 2.25 2.86 10
50 60.3 57 57 1.3

Model 818 Straight Coupling
Size Pipe O.D. A Wrench Size Weight Box Q'ty

in in in in Lbs Pcs
mm mm mm mm Kgs
½ 0.840 1.38 1⅛ 0.18 360
15 21.3 35 29 0.1
¾ 1.050 1.61 1⅜ 0.26 200
20 26.7 41 35 0.2
1 1.315 1.77 111/ 16 0.42 110

25 33.4 45 43 0.2
1¼ 1.660 2.00 2 0.57 75
32 42.2 51 51 0.3
1½ 1.900 2.20 2¼ 0.77 60
40 48.3 56 57 0.3
2 2.375 2.60 2¾ 1.17 30

50 60.3 66 70 0.5
2½ 2.875 3.00 3⅜ 2.11 18
65 73.0 76 86 1.0

Model 820 Cap
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.89 0.14 500
15 21.3 23 0.1
¾ 1.050 1.00 0.20 300
20 26.7 25 0.1
1 1.315 1.18 0.33 180
25 33.4 30 0.1
1¼ 1.660 1.32 0.46 110
32 42.2 34 0.2
1½ 1.900 1.38 0.57 80
40 48.3 35 0.3
2 2.375 1.48 0.88 45
50 60.3 38 0.4
2½ 2.875 1.77 1.54 25
65 73.0 45 0.7

A

A

B B

A A

B

B

I-01 Threaded Fittings

I-01-5/7Rev.L20160318

MODEL 817 CROSS

MODEL 818 STRAIGHT COUPLING

MODEL 820 CAP

Model 817ReducingCross
SizeABWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
1¼x1¼x1x11.671.581.2530 32x32x25x2542400.6
1½x1½x1x11.801.651.4724 40x40x25x2546420.7

2x2x1x12.021.731.9416 50x50x25x2551440.9

Model 817Cross
SizePipeABWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.121.120.4890 1521.328280.2
¾1.0501.311.310.7760 2026.733330.3
11.3151.501.500.9545 2533.438380.4

1¼1.6601.751.751.4325 3242.244440.6
1½1.9001.941.941.8720 4048.349490.8
22.3752.252.252.8610 5060.357571.3

Model 818StraightCoupling
SizePipeO.D.AWrenchSizeWeightBoxQ'ty

ininininLbsPcs mmmmmmmmKgs
½0.8401.381⅛0.18360 1521.335290.1
¾1.0501.611⅜0.26200 2026.741350.2
11.3151.77111/160.42110 2533.445430.2

1¼1.6602.0020.5775 3242.251510.3
1½1.9002.202¼0.7760 4048.356570.3
22.3752.602¾1.1730 5060.366700.5

2½2.8753.003⅜2.1118 6573.076861.0

Model 820Cap
SizePipeO.D.AWeightBoxQ'ty

inininLbsPcs mmmmmmKgs
½0.8400.890.14500 1521.3230.1
¾1.0501.000.20300 2026.7250.1
11.3151.180.33180 2533.4300.1

1¼1.6601.320.46110 3242.2340.2
1½1.9001.380.5780 4048.3350.3
22.3751.480.8845 5060.3380.4

2½2.8751.771.5425 6573.0450.7

A

A

BB

AA

B

B
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2½ 2.875 1.77 1.54 25 100 4800

In.



HEX BUSHING MODEL TSP-HBU

Size Pipe  O.D. A Weight Box Case Pallet
In. In. In. Lbs.  Qty.  Qty.  Qty.

1 x ½ 1.315 x 0.840 1.06 0.20 20 60 2,880

1 x ¾ 1.315 x 1.050 1.06 0.18 20 60 2,880

1¼ x 1 1.660 x 1.315 1.18 0.29 50 100 4,880

1½ x 1 1.900 x 1.315 1.26 0.53 35 70 3,360

1½ x 1¼ 1.900 x 1.660 1.26 0.37 20 40 1,920

2 x 1 2.375 x 1.315 1.34 0.75 15 30 1,440

2 x 1¼ 2.375 x 1.660 1.34 0.75 10 20 960

2 x 1½ 2.375 x 1.900 1.34 0.64 6 12 576

HEX BUSHING
MODEL TSP-HBU

I-01Threaded Fittings

I-01-6/7 Rev.L 20160318

MODEL 825 EXTENSION PIECE

MODEL 831 LONG STREET ELBOW 90o

MODEL 832 LONG STREET TEE

MODEL 827 HEX BUSHING

Model 825 Extension Piece
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
½ x 1½L 0.840 x 1.900 1.50 0.18 30015 x 40L 21.3 x 48.3 38 0.1
½ x 2L 1.900 x 2.375 2.00 0.22 25015 x 50L 21.3 x 60.3 51 0.1

¾ x 1½L 1.050 x 1.900 1.50 0.22 25020 x 40L 26.7 x 48.3 38 0.1
¾ x 2L 1.050 x 2.375 2.00 0.26 20020 x 50L 26.7 x 60.3 51 0.1

Model 831 Long Street Elbow 90o

Size Pipe O.D. A B Weight Box Q’ty
in in in in Lbs Pcsmm mm mm mm Kgs

1 x ½M 1.315 x 0.840 1.50 3.00 0.66 8025 x 15M 33.4 x 21.3 38 76 0.3
1 x 1M 1.315 x 1.315 1.50 3.00 0.81 6025 x 25M 33.4 x 33.4 38 76 0.4

Model 832 Long Street Tee
Size A B C Weight Box Q’ty

in in in in Lbs Pcs
mm mm mm mm Kgs

1 x ½ x 1M 1.50 1.40 3.00 0.91 5025 x 15 x 25M 38 36 76 0.4
1 x 1 x 1M 1.50 1.50 3.00 1.03 4525 x 25 x 25M 38 38 76 0.5

Model 827 Hex Bushing
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcsmm mm mm Kgs
1 x ½ 1.315 x 0.840 1.06 0.20 28025 x 15 33.4 x 21.3 27 0.1
1 x ¾ 1.315 x 1.050 1.06 0.18 28025 x 20 33.4 x 26.7 27 0.1
1¼ x 1 1.660 x 1.315 1.18 0.29 15032 x 25 42.2 x 33.4 30 0.1
1½ x 1 1.900 x 1.315 1.26 0.53 10040 x 25 48.3 x 21.3 32 0.2

1½ x 1¼ 1.900 x 1.660 1.26 0.37 10040 x 32 48.3 x 42.2 32 0.2
2 x 1 2.375 x 1.315 1.34 0.75 8050 x 25 60.3 x 33.4 34 0.3

2 x 1¼ 2.375 x 1.660 1.34 0.75 8050 x 32 60.3 x 42.2 34 0.3
2 x 1½ 2.375 x 1.900 1.34 0.64 8050 x 40 60.3 x 48.3 34 0.3

A

PLUG
MODEL TSP-PG

PLUG MODEL TSP-PG

Size Pipe O. D A Weight Box Case Pallet
In. In. In. Lbs.  Qty.  Qty.  Qty.
½ 0.840 0.93 0.09 20 240 11,520

¾ 1.050 1.13 0.18 40 120 5,760

1 1.315 1.25 0.25 30 90 4,320

1¼ 1.660 1.36 0.42 20 60 2,880

1½ 1.900 1.45 0.59 25 50 1,800

2 2.375 1.50 0.95 15 30 1,080

I-01Threaded Fittings

I-01-7/7 Rev.L 20160318

MODEL 819 PLUG

General Notes:
 Pressure Ratings for fittings conform to the working pressure of the coupling used to join the system.
 Listed and orApproved Pressures are pressure ratings for fire protection systems, tested and approved by various approval bodies. Please always 

refer to the latest approval data posted on the Shurjointwebsite.
 FieldJoint Test:For one time only the system may be tested hydrostatically at 1½ times the maximum working pressure listed (AWWAC606 5.2.3).
 Warning:Pipingsystemsmustalwaysbedepressurizedanddrainedbeforeattemptingdisassemblyandor removal ofanycomponents.
 The 10 Year LimitedWarranty applies to manufacturingdefects onlyanddoesnotcover severe service/temperature applications or wear parts.
 Shurjoint reserves the right tochangespecifications, designsandor standardwithout notice andwithout incurringanyobligations.

Shurjoint product specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise 
measurements, please contact Shurjoint Technical Service. Shurjoint reserves the right to change or modify product design, construction, 
specifications, or materials without prior notice and without incurring any obligations to make such changes and modifications on Shurjoint
products previously subsequently sold. 

Model 819 Plug
Size Pipe O.D. A Weight Box Q'ty

in in in Lbs Pcs
mm mm mm Kgs
½ 0.840 0.93 0.09 500
15 21.3 24 0.0
¾ 1.050 1.13 0.18 300
20 26.7 29 0.1
1 1.315 1.25 0.25 200
25 33.4 32 0.1
1¼ 1.660 1.36 0.42 110
32 42.2 35 0.2
1½ 1.900 1.45 0.59 80
40 48.3 37 0.3
2 2.375 1.50 0.95 45
50 60.3 38 0.4

A

GENERAL NOTES:
∙  Listed and or Approved Pressures are pressure ratings for fire protection systems, tested and approved by various approval bodies.
Please always refer to the latest approval data posted on the Lansdale website.

∙  Field Joint Test: For one time only the system may be tested hydrostatically at 1½ times the maximum working pressure listed
(AWWA C606 5.2.3).

∙ Warning: Piping systems must always be depressurized and drained before attempting disassembly and or removal of any components.
∙ Lansdale reserves the right to change specifications, designs and or standard without notice and without incurring any obligations.
Lansdale product specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise 
measurements, please contact Lansdale Technical Service. Lansdale reserves the right to change or modify product design,
construction, specifications, or materials without prior notice and without incurring any obligations to make such changes and
modifications on Lansdale products previously subsequently sold.

PROJECT APPROVAL STAMP
PROJECT: □ APPROVED

ADDRESS: □ APPROVED AS NOTED

ENGINEER: □ NOT APPROVED
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NOTES 1:

NOTES 2:

DUCTILE FITTINGS
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