
PROJECT APPROVAL STAMP
PROJECT: □  APPROVED

ADDRESS: □  APPROVED AS NOTED

ENGINEER: □  NOT APPROVED

SUBMITTAL DATA: REMARKS:

NOTES 1:

NOTES 2:

VALVE  &  MANUFACTURING 

MODEL LVYSTFwww.LansdaleValve.com

FEATURES:

Revision: 10/2020

DIMENSIONS (in)
SIZE 
(IN) L D D1 b Hole 

Dia. H

2" 7.875 6 4.75 .63 .75 6.1

2.5" 10 7 5.50 .69 .75 6.5

3" 10.12 7.5 6.0 .75 .75 7.1

4" 12.0 9 7.50 .75 .75 9.0

5" 15.63 10 8.46 .875 .875 11.22

6" 18.50 11 9.50 .875 .875 12.25

8" 21.6 13.50 11.75 .875 .875 15.5

10" 25.75 16.0 14.25 1.0 1.0 19.1

12" 29.9 19 17.0 1.0 1.0 21.53

FLANGED Y-TYPE STRAINER (V4)

• Connection Ends: Flange to ASME B16.1 Class 125/ASME B16.42 Class 150

• Working Pressure: 300 PSI  

• Temperature Range: 14°F - 212°F

• Coating: Fusion Bonded Epoxy Coating in accordance with ANSI/AWWA C550 

MATERIAL SPECIFICATION
PART  
NO. PART STANDARD  

SPECIFICATION

1 Valve Body ASTM A536 65-45-12

2 Screen AISI 304 (Perforated)

3 Gasket Graphite + Acanthopore Plate

4 Bonnet ASTM A536 65-45-12

5 Plug Malleable Iron Galvanized

6 Bolt Carbon Steel Zinc Plated

7 Flat Washer Carbon Steel Zinc Plated
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FLANGED Y-TYPE STRAINER (V4)

• Connection Ends: Flange to ASME B16.1 Class 125/ASME B16.42 Class 150

• Working Pressure: 300 PSI  (200 PSI and 250 PSI available upon request)

• Temperature Range: -10°C- 200°C Graphite Gasket
  0°C- 100°C Rubber Gasket

• Coating: Fusion Bonded Epoxy Coating in accordance with ANSI/AWWA C550 

Part No. Part Standard Specification Options

1 Valve Body ASTM A536 65-45-12

2 Screen AISI 304 (Perforated)
AISI 304, AISI 316 
(Perforated, Knitted, Double Screen)

3 Gasket Graphite + Acanthopore Plate EPDM

4 Bonnet ASTM A536 65-45-12

5 Plug Malleable Iron Galvanized Bronze ASTM B584

6 Bolt Carbon Steel Zinc Plated AISI 304, AISI 316

7 Flat Washer Carbon Steel Zinc Plated AISI 304, AISI 316

DN Dimensions(mm)

Inch mm L D D1 b n-Φd H

2" 50 200 152 120.5 16 4-Φ19.1 155

2.5" 65 254 178 139.5 17.5 4-Φ19.1 165

3" 80 257 191 152.5 19 4-Φ19.1 180

4" 100 308 229 190.5 24 8-Φ19.1 229

5" 125 397 254 216 24 8-Φ22.2 285

6" 150 470 279 241.5 25.5 8-Φ22.2 311

8" 200 549 343 298.5 28.5 8-Φ22.2 394

10" 250 654 406 362 30.5 12-Φ25.4 487

12" 300 759 483 432 32 12-Φ25.4 547

Flanged Y-Type Strainer (V4), 

UL Listed

• Connection Ends: Flange to ASME B16.1 Class 125 
                               / ASME B16.42 Class 150

• Working Pressure: 300PSI
                                 200PSI and 250PSI available upon request

• Temperature Range: -10℃- 200℃ Graphite Gasket 
                                       0℃- 100℃ Rubber Gasket 

• Coating: Fusion Bonded Epoxy Coating in accordance with 
   ANSI/AWWA C550

V4 MATERIAL SPECIFICATION

Note: For special material request other than standard specification, please indicate clearly on the inquiry or order list.

0E
3072.7

Part No. Part Standard Specification Options

1 Valve Body ASTM  A536, 65-45-12

2 Bonnet ASTM  A536, 65-45-12

3 Pin AISI 304 AISI  316

4 Hex  Bolt                                              Carbon Steel Zinc Plated

5 Gasket EPDM NBR

6 Hex  Bolt                                              AISI 304 AISI  316

7 Gland Brass H62

8 Seat C89833

9 O-Ring NBR EPDM

10 Gasket EPDM

11 Disc C89833

12 Plug AISI 304 AISI 316

13 Spring AISI 321

DN Dimensions(mm)

Inch mm OD A B ￠ d ￠ D F

3" 80 88.9 15.88 7.93 84.94 88.9 320.3

4" 100 114.3 15.88 9.53 110.08 114.3 382

6" 150 168.3 15.88 9.53 163.96 168.3 406.4

8" 200 219.1 19.05 11.1 214.4 219.1 446

Grooved Wet Alarm Check Valve

(ZSFZ8X9)

• Connection Ends: Groove to AWWA C606

• Working Pressure: 300PSI
                                 200PSI and 250PSI available upon request

• Temperature Range: 0℃- 100℃ 

• Coating: Painting or Fusion Bonded Epoxy Coating in 
  accordance with ANSI/AWWA C550

ZSFZ8X9

MATERIAL SPECIFICATION

Note: For special material request other than standard specification, please indicate clearly on the inquiry or order list.

External accessories

 Part No. Part  Part No. Part

1 Alarm  7 Check Valve 

2 Pressure Switch  8 Pressure Gauge  

3 Strainer 9 Ball Valve  

4 Decelerator  10 Ball Valve  

5 Pressure Gauge  11 Ball Valve  

6 Ball Valve  12 0rifice

UL / FM Valves 4544

Part No. Part Standard Specification Options

1 Valve Body ASTM A536 65-45-12

2 Screen AISI 304 (Perforated)
AISI 304, AISI 316 
(Perforated, Knitted, Double Screen)

3 Gasket Graphite + Acanthopore Plate EPDM

4 Bonnet ASTM A536 65-45-12

5 Plug Malleable Iron Galvanized Bronze ASTM B584
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10" 250 654 406 362 30.5 12-Φ25.4 487

12" 300 759 483 432 32 12-Φ25.4 547
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Grooved Wet Alarm Check Valve

(ZSFZ8X9)

• Connection Ends: Groove to AWWA C606

• Working Pressure: 300PSI
                                 200PSI and 250PSI available upon request

• Temperature Range: 0℃- 100℃ 

• Coating: Painting or Fusion Bonded Epoxy Coating in 
  accordance with ANSI/AWWA C550
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Note: For special material request other than standard specification, please indicate clearly on the inquiry or order list.

External accessories

 Part No. Part  Part No. Part

1 Alarm  7 Check Valve 

2 Pressure Switch  8 Pressure Gauge  

3 Strainer 9 Ball Valve  

4 Decelerator  10 Ball Valve  

5 Pressure Gauge  11 Ball Valve  

6 Ball Valve  12 0rifice

UL / FM Valves 4544
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